

















Number and Name Description Function

8 Rst The parameter setting interface is used to exit and save parameters
Press the Up + Down L

9 Enter the parameter setting interface
keys for 3 seconds

10 Set + Up The parameter value setting interface is used to modify the value

11 Set + Down Comes on when a fault occurs

12 Set + Rst Reset WiFi

The Wi-Fi reset function is required in the following situations:

1) Due to the unstable Wi-Fi environment, it may happen that the device is not added successfully but the
Wi-Finetwork configuration has been completed. At this time, it is necessary to reset the Wi-Fi and add the
network configuration again;

2) After device transfer (change of device owner), the device will be automatically deleted after Wi-Fi reset.

@ Download APP

Use your mobile phone to scan the QR code to download the APP, complete registration and log in.

Also allow all access to this app for the best experience.

@ Mobile phone connection Wi-Fi

Make sure that the mobile phone and the device to be connected are in the same Wi-Fi environ-
ment. Select the2.4GHz Wi-Fi network on the mobile phone and enter the password to connect
the mobile phone to WIFI.

@ Add Device

1) Tum on the mobile phone Wi-Fi and Bluetooth, and enable location access, please make sure
that the mobile phone Wi-Fi and Bluetooth are both turned on to obtain the best network
configuration test;

2) Open the "Huilian smart"APP, on the mobile phone, and select "Home" in the bottom naviga-
tion bar;

3) Click the "+" button in the upperright corner ofthe home page, or click the "Add Device"
button in the center ofthe home page to enter the device adding interface;
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5 Create Scene

4) in the device adding interface, please try to add the device in one of the following ways;



A. Automatic device discovery

The phone will automatically discover available devices nearby. After discovering the device, follow the
instructions in the figure below to complete the subsequent network configuration operations.

9330 ourommon | | o SuRwED _ o34 ouiemoD | | o3 ouiewED
8 O |« Add Device B X Add Device X Add Device

X

Searching fornearby devices Make sue your device Enter Wi-Fi Information 1 devices being added
. 1 devi
PR e Choose Wi-Fi and enter password
Ice Bath Chiller 3
Discovering devices... & TPLINKAZEE = @ = ‘9 Ice Bath Chiller
Add Added successtully
®
& qg888888
. Add Manually

Add Dece

B. Scan Code to Confiqure Network

Click the "Scan" icon in the upper right comer ofthe device adding interface, put the device network QR
code into the box to automatically scan, and follow the steps below to complete the device adding opera-
tion.

*Note 1: If you have checked and confirmed that the WiFI status ofthe device is correct, under thestep of
"Reset the device ", please directly check "Confim the WiFl status" And click the "Next'button to directly
configure the network without the need to reset the device.
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Select 2.4 GHz Wi-Fi Network Reset the device

and enter password.

If your Wi-Fi is 5GHz, please set it to be
2.4GHz. Common router setting method

@irsting

WIFI status : Smart mode

x 5Ghz

» v Wi-Fi- 2.4Ghz

1. Power on the device and enter WIFI
setting page.

2. Check 'WIFI status' and confirm
whether it is in 'Smart mode'.

3. If 'WIFI status' is not in ‘Smart mode',
please press 'Reset WIFI'
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» @  Confirm the WIFI status

View Device Reset Guide
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@ Add Device

Please scan the "Tuya Smart“code to download the software first, connect to my device and follow the
following picture to operate. Click Ice Bath Chiller to enter the machine operation boot page, click Power
to switch on and off, click Mode to switch refrigeration/heating, return to the main page, click Scene and
then click Create Scene, and then click Schedule to select the time to start refrigeration/heating.
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A Cleaning and Maintenance
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1) After every time use, the internal water of the machine needs to be drained,drain the residual water from the
- B8 + < Create Scene < Repeat < Schedule Next A o X X R . X . . i
et Tep-tocrun water inlet hole by tilting it, especially in winter,after each time use,it must be drained to prevent the internal
[ Jioaumt v . fepest o water storage from being frozen and cracked.
Mon. © 2) The filter element needs to be cleaned and replaced in time.
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3) The continuous use cycle every 7 days 24 hours requires a period of rest for the chiller.
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" 4. When device status changes sat.
Example: when an unusual activity is detected. . . - . . X
1)Risk of electric shock,can couse injury or death. 2)Disconnect all remote electric power supplies
Change Arm Mode .. ) . . . . . .

9 s smsir e before servicing. 3)Use on single outlet circuit only. 4)Suitable for commercial or industrialuse only.
4 Vihen Al Trgered 5)Thermally protected.

Example: Smoke Alarm Triggered

@ 8 9 ¢ [ FREEZE WARNING )

To avoid damage ,do not place the device that has not been drained of water in a place where the
ambient temperature is below freezing.




